


0.128.7001000.0GDR-0406 -102
0.147.700820.0GDR-0406 -821
0.157.000680.0GDR-0406 -681
0.165.000560.0GDR-0406 -561
0.203.900470.0GDR-0406 -471
0.213.400390.0GDR-0406 -391
0.223.000330.0GDR-0406 -331
0.252.700270.0GDR-0406 -271
0.282.500220.0GDR-0406 -221
0.302.200180.0GDR-0406 -181
0.301.400150.0GDR-0406 -151
0.401.300120.0GDR-0406 -121
0.400.850100.0GDR-0406 -101
0.500.77082.0GDR-0406 -820
0.550.63068.0GDR-0406 -680
0.600.56056.0GDR-0406 -560
0.600.50047.0GDR-0406 -470
0.700.45039.0GDR-0406 -390
0.700.42033.0GDR-0406 -330
0.800.37027.0GDR-0406 -270
0.900.25022.0GDR-0406 -220
1.000.18018.0GDR-0406 -180
1.000.16015.0GDR-0406 -150
1.200.14012.0GDR-0406 -120
1.400.11010.0GDR-0406 -100
1.500.0908.2GDR-0406 -8R2
1.700.0806.8GDR-0406 -6R8
1.800.0705.6GDR-0406 -5R6
2.000.0654.7GDR-0406 -4R7
2.200.0553.9GDR-0406 -3R9
2.200.0553.3GDR-0406 -3R3
2.500.0502.7GDR-0406 -2R7
2.500.0452.2GDR-0406 -2R2
2.700.0401.8GDR-0406 -1R8
2.800.0351.5GDR-0406 -1R5
3.000.0301.0GDR-0406 -1R0

IDC  
Amp. [Max.]

DCR 
ohm [Max.]

INDUCTANCE
@ 1KHz/0.25VPART NO.

* Inductance drop: 10% typ. at IDC.
*  > U=UL Tube  , P=PVC Tube
* =J 5%, K 10%, L 15%, M 20%, N 30%
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0.153.2001000.0GDR-0608 -102
0.172.900820.0GDR-0608 -821
0.182.100680.0GDR-0608 -681
0.201.800560.0GDR-0608 -561
0.221.630470.0GDR-0608 -471
0.251.220390.0GDR-0608 -391
0.300.950330.0GDR-0608 -331
0.320.830270.0GDR-0608 -271
0.380.730220.0GDR-0608 -221
0.400.540180.0GDR-0608 -181
0.400.470150.0GDR-0608 -151
0.430.370120.0GDR-0608 -121
0.450.310100.0GDR-0608 -101
0.480.27082.0GDR-0608 -820
0.560.20068.0GDR-0608 -680
0.600.18056.0GDR-0608 -560
0.600.16047.0GDR-0608 -470
0.650.14039.0GDR-0608 -390
0.700.12533.0GDR-0608 -330
0.750.11027.0GDR-0608 -270
0.800.09522.0GDR-0608 -220
0.900.09018.0GDR-0608 -180
0.900.05515.0GDR-0608 -150
1.000.05012.0GDR-0608 -120
1.000.04510.0GDR-0608 -100
1.200.0358.2GDR-0608 -8R2
1.800.0306.8GDR-0608 -6R8
2.100.0305.6GDR-0608 -5R6
2.300.0254.7GDR-0608 -4R7
2.500.0253.9GDR-0608 -3R9
2.500.0203.3GDR-0608 -3R3
2.500.0202.7GDR-0608 -2R7
2.600.0152.2GDR-0608 -2R2
2.700.0151.5GDR-0608 -1R5
2.800.0151.2GDR-0608 -1R2
3.000.0151.0GDR-0608 -1R0

IDC  
Amp. [Max.]

DCR 
ohm [Max.]

INDUCTANCE
@ 1KHz/0.25VPART NO.

* Inductance drop: 10% typ. at IDC.
*  > U=UL Tube  , P=PVC Tube
* =J 5%, K 10%, L 15%, M 20%, N 30%
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0.271.8001000.0GDR-0810 -102
0.300.530820.0GDR-0810 -821
0.401.300680.0GDR-0810 -681
0.501.130560.0GDR-0810 -561
0.520.910470.0GDR-0810 -471
0.580.790390.0GDR-0810 -391
0.600.660330.0GDR-0810 -331
0.630.490270.0GDR-0810 -271
0.650.430220.0GDR-0810 -221
0.700.380180.0GDR-0810 -181
0.750.310150.0GDR-0810 -151
0.800.260120.0GDR-0810 -121
0.800.240100.0GDR-0810 -101
0.900.21082.0GDR-0810 -820
1.000.19068.0GDR-0810 -680
1.300.15056.0GDR-0810 -560
1.500.11047.0GDR-0810 -470
1.600.10039.0GDR-0810 -390
1.800.09033.0GDR-0810 -330
2.000.08527.0GDR-0810 -270
2.100.07022.0GDR-0810 -220
2.500.06018.0GDR-0810 -180
2.800.04515.0GDR-0810 -150
3.200.04012.0GDR-0810 -120
3.800.04010GDR-0810 -100
3.800.0358.2GDR-0810 -8R2
4.000.0256.8GDR-0810 -6R8
4.000.0255.6GDR-0810 -5R6
4.000.0254.7GDR-0810 -4R7
4.000.0203.9GDR-0810 -3R9
4.000.0203.3GDR-0810 -3R3
4.200.0202.7GDR-0810 -2R7
4.200.0202.2GDR-0810 -2R2
4.500.0201.5GDR-0810 -1R5
4.500.0151.0GDR-0810 -1R0

IDC  
Amp. [Max.]

DCR 
ohm [Max.]

INDUCTANCE
@ 1KHz/0.25VPART NO.

*Inductance drop: 10% typ. at IDC.
*  > U=UL Tube  , P=PVC Tube
* =J 5%, K 10%, L 15%, M 20%, N 30%
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0.301.8201000.0GDR-0912 -102
0.351.340820.0GDR-0912 -821
0.380.790680.0GDR-0912 -681
0.400.640560.0GDR-0912 -561
0.430.620470.0GDR-0912 -471
0.450.490390.0GDR-0912 -391
0.500.450330.0GDR-0912 -331
0.700.390270.0GDR-0912 -271
0.800.260220.0GDR-0912 -221
0.900.220180.0GDR-0912 -181
1.000.200150.0GDR-0912 -151
1.100.170120.0GDR-0912 -121
1.200.160100.0GDR-0912 -101
1.400.11082.0GDR-0912 -820
1.500.09068.0GDR-0912 -680
1.700.08056.0GDR-0912 -560
1.800.07047.0GDR-0912 -470
2.000.06039.0GDR-0912 -390
2.500.05533.0GDR-0912 -330
2.500.05527.0GDR-0912 -270
2.700.05022.0GDR-0912 -220
2.800.04518.0GDR-0912 -180
3.000.04015.0GDR-0912 -150
3.200.03012.0GDR-0912 -120
3.400.03010GDR-0912 -100
3.500.0258.2GDR-0912 -8R2
3.900.0256.8GDR-0912 -6R8
4.000.0255.6GDR-0912 -5R6
4.500.0204.7GDR-0912 -4R7
4.800.0203.9GDR-0912 -3R9
4.800.0203.3GDR-0912 -3R3
5.000.0152.2GDR-0912 -2R2
5.000.0151.8GDR-0912 -1R8
5.000.0151.5GDR-0912 -1R5
5.000.0151.0GDR-0912 -1R0

IDC  
Amp. [Max.]

DCR 
ohm [Max.]

INDUCTANCE
@ 1KHz/0.25VPART NO.

* Inductance drop: 10% typ. at IDC.
*  > U=UL Tube  , P=PVC Tube
* =J 5%, K 10%, L 15%, M 20%, N 30%
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0.501.3901000.0GDR-1012 -102
0.501.080820.0GDR-1012 -821
0.500.840680.0GDR-1012 -681
0.600.740560.0GDR-1012 -561
0.700.660470.0GDR-1012 -471
0.800.600390.0GDR-1012 -391
0.800.540330.0GDR-1012 -331
0.900.420270.0GDR-1012 -271
1.000.280220.0GDR-1012 -221
1.300.250180.0GDR-1012 -181
1.400.180150.0GDR-1012 -151
1.500.160120.0GDR-1012 -121
1.700.140100.0GDR-1012 -101
1.800.11082.0GDR-1012 -820
2.000.09568.0GDR-1012 -680
2.000.08556.0GDR-1012 -560
2.300.08047.0GDR-1012 -470
2.500.06039.0GDR-1012 -390
3.000.05533.0GDR-1012 -330
3.500.04527.0GDR-1012 -270
3.700.04522.0GDR-1012 -220
4.000.04018.0GDR-1012 -180
4.300.03515.0GDR-1012 -150
4.300.02512.0GDR-1012 -120
4.500.02510GDR-1012 -100
4.500.0258.2GDR-1012 -8R2
4.800.0256.8GDR-1012 -6R8
4.800.0255.6GDR-1012 -5R6
5.000.0204.7GDR-1012 -4R7
5.000.0203.9GDR-1012 -3R9
5.500.0153.3GDR-1012 -3R3
5.500.0152.7GDR-1012 -2R7
6.000.0151.8GDR-1012 -1R8
6.000.0101.5GDR-1012 -1R5
6.000.0101.0GDR-1012 -1R0

IDC  
Amp. [Max.]

DCR 
ohm [Max.]

INDUCTANCE
@ 1KHz/0.25VPART NO.

* Inductance drop: 10% typ. at IDC.
*  > U=UL Tube  , P=PVC Tube
* =J 5%, K 10%, L 15%, M 20%, N 30%
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0.801.2001000.0GDR-1016 -102
0.901.010820.0GDR-1016 -821
1.000.710680.0GDR-1016 -681
1.000.640560.0GDR-1016 -561
1.200.560470.0GDR-1016 -471
1.300.510390.0GDR-1016 -391
1.500.450330.0GDR-1016 -331
1.500.340270.0GDR-1016 -271
1.800.250220.0GDR-1016 -221
2.000.190180.0GDR-1016 -181
2.100.170150.0GDR-1016 -151
2.300.140120.0GDR-1016 -121
2.500.120100.0GDR-1016 -101
2.600.09582.0GDR-1016 -820
3.000.09068.0GDR-1016 -680
3.200.08056.0GDR-1016 -560
3.600.07047.0GDR-1016 -470
3.800.07039.0GDR-1016 -390
4.000.07033.0GDR-1016 -330
4.500.05027.0GDR-1016 -270
5.500.04522.0GDR-1016 -220
6.300.03518.0GDR-1016 -180
6.500.03515.0GDR-1016 -150
7.000.03012.0GDR-1016 -120
7.200.03010GDR-1016 -100
7.200.0258.2GDR-1016 -8R2
7.500.0256.8GDR-1016 -6R8
7.500.0255.6GDR-1016 -5R6
7.500.0204.7GDR-1016 -4R7
8.000.0153.9GDR-1016 -3R9
8.500.0153.3GDR-1016 -3R3
9.000.0152.7GDR-1016 -2R7
9.000.0151.8GDR-1016 -1R8
9.000.0151.5GDR-1016 -1R5
9.000.0101.0GDR-1016 -1R0

IDC  
Amp. [Max.]

DCR 
ohm [Max.]

INDUCTANCE
@ 1KHz/0.25VPART NO.

* Inductance drop: 10% typ. at IDC.
*  > U=UL Tube  , P=PVC Tube
* =J 5%, K 10%, L 15%, M 20%, N 30%
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